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Ai Charging @

Artificial Intelligence Charging

= Uses the most ideal charging method
by reading the battery history

AB POWER AAPKE HAATH MEIN HAI

LGS2500 LGS3000 LGS4000 LGS5000

= Provides extra battery life

SmartLCD

abpslEilgliege A LCD that shows everything

-
Refrigerator « An inverter with detailed event

AC information.

Water Pump ; = Smart screen to give a quick look of
information about the inverter:

Room Cooler Warnings, Faults, Mains, etc

Microwave
Printer
Dental Chair
Dual MCB

Water Geyser
Computers Dual MCB Dual Protection

. S = AC and DC MCB are installed in each model.
Mixer

= Protects from short circuits, overload and

Photocopier )
reverse polarity etc.

*Kindly check the rated power consumption of your appliances before selecting the UPS.
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Technology PWM PWM PWM PWM
Phase Single Phase Single Phase Single Phase Single Phase
Output wave form Sine wave NUERTS Sine wave NUERT
Warranty 24 Months 24 Months 24 Months 24 Months
Capacity / DC Volt 2000VA/24V 2500VA/24V 3500VA/36V 4000VA/48V
Max. Bulb Load 1680W 2100W 2940W 3360W
Max. Charging current 25A 25A 25A 25A
Lower Cut Off Voltage/Restoration 110+10V / 11010V / 11010V / 10+10V /
Voltage (Unregulated Mode) 120£10V 120410V 120£10V 120410V
Upper Cut Off Voltage/Restoration 290+10V / 290410V / 290+10V / 290+10V/
Voltage (Unregulated Mode) 280:10V 280410V 280:10V 280410V
Lower Cut Off Voltage/Restoration 180+10V / 180:10V / 180:10V / 180:10V /
Voltage (Regulated Mode) 190:10V 190:10V 190:10V 190:10V
Upper Cut Off Voltage/Restoration 260£10V / 260410V / 260£10V / 260410V /
Voltage (Regulated Mode) 25010V 250+10V 25010V 250£10V
Frequency 50Hz (+/-10Hz) 50Hz (+/-10Hz) 50Hz (+/-10Hz) 50Hz (+/-10Hz)
Input Protection YES YES YES YES
Output Voltage/Frequency 220410V / 220410V / 220410V / 220410V /
50:0.5Hz 50:0.5Hz 50:0.5Hz 50:0.5Hz
Efficiency 2 80% 282% 2 84% > 85%
THD % (On Battery, Linear/Resistive Load) <3% <3% <3% <3%
Transfer Time (Mains mode to UPS) <20mSec. <20mSec. <20mSec. <20mSec.
Retransfer Time (UPS to Mains Mode) Synchronous Synchronous Synchronous Synchronous
Battery Charger ABCC ABCC ABCC ABCC
Charging Time 10 - 12 Hours 10 - 12 Hours 10 - 12 Hours 10 - 12 Hours
Battery Capacity 100AH - 230AH 100AH - 230AH 100AH - 230AH 100AH - 230AH
Net weight 22.60 Kg 25.06 Kg 30.49 Kg 3480 Kg
Dimensions in mm - (LxWxH) 275X 320X 275 275X 320 X 275 275X 350 X 375 275X 350 X 465
Display LCD LCD LCD LCD
Mains Bypass YES YES YES YES
Switch Over Automatic Automatic Automatic Automatic
Overload handling capability 2150% 2150% 2150% 2150%
Operating & Storage Temperature 0-45°C (32-113°F) 0-45°C (32-113°F) 0-45°C (32-113°F) 0-45°C (32-113°F)
Humidity , 0-95% RH 0-95% RH 0-95% RH 0-95% RH
non-condensing non-condensing non-condensing non-condensing
Protection
Battery Reverse Polarity, Short Circuit, Battery Deep Discharge, Over Load,
Thermal Shutdown & Battery Over Charge.
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A nationwide network of

Country-wide doorstep
100+ service centres

service for inverters

Authorised Livguard Partner

Livguard Energy Technologies Private Limited
Plot No.221, Udyog Vihar, Phase-1, Gurgaon-122016, Haryana, India

Doorstep service for 200+
cities for inverter batteries

e +91-7428191000
¢, 18001025551
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